
 800 377 5597 USA / 800 565 4658 CAN
 support@altro.com 

 www.altro.com

For technical support please call and speak 
with our Technical Services department.

Designed for possibilities.
Made for people.

Altro Dolce™ Essentials 
product datasheet
Economically priced vinyl tiles that offer high durability and easy maintenance
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Sometimes having the right shade of flooring is 
essential — whether you are matching high school 
mascot colors or trying to add some primary hues to 
brighten up a preschool. With Altro Dolce Essentials 
you can mix, match or even create an intricate pattern 
with its palette of alluring shades – and what’s even 
better is those colors will stay vibrant for years to 
come with our easy maintenance PU factory finish. 

Altro Dolce Essentials can offer a high level of 
durability, easy maintenance and resistance to 
indentation – all at an affordable cost. From busy 
corridors to classrooms and cafeterias, Altro Dolce 
Essentials is a perfect choice for schools and 
colleges. 

Altro Dolce Essentials also looks great paired with 
Altro Lavencia, Altro Walkway 20 or even Altro 
Symphonia.

Typical applications

Schools, hallways, classrooms, cafeterias, lobbies, 
waiting rooms, retail, supermarkets, cafes, office 
buildings, general circulation areas

Features + benefits

• Economical choice for sectors with budget  
 constraints

• Factory-finished PU coating for easy cleaning  
 and maintenance

• Can be maintained without a finish

• Tested to withstand 1500 psi

• Low VOCs

Better together

Smooth flooring from Altro gives you what you want - 
an economical and attractive look that’s easy to install 
and maintain. But, in commercial areas with frequent 
spillages and hygiene and durability concerns, it’s 
best to let our robust collection of safety flooring, slip-
resistant flooring and wall cladding join the team!

Install smooth flooring in the dining room and public 
areas, and bring safety flooring and wall protection 
into the kitchen, bar and restrooms. You will rest 
easy knowing your patrons will have an exquisite 
experience while the most dangerous areas in your 
facility are well equipped to handle the tolls of the 
day.

We strongly recommend carrying out a risk 
assessment in any area in which the installation 
of smooth flooring is considered, focusing on the 
potential risk posed by contaminants.

Altro Dolce Essentials
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Gelato

ADE327

Parmesano

ADE330

Focaccia

ADE332

Verona

ADE312

Romano

ADE331

Sicily

ADE302

Luna

ADE303

Argento

ADE328

Carbone

ADE360

Notte

ADE329

Cappucino

ADE334

Caffe

ADE308

Crema

ADE353

Sole

ADE362

Polenta

ADE316

Biscotti

ADE341

Tangelo

ADE350

Malta

ADE310

Vino

ADE324

Basilica

ADE347



Nube

ADE343

Azzurro

ADE344

Venice

ADE356

Basil

ADE355

Cypress

ADE323

Altro Dolce Essentials tile is a special order
(SO) range that requires a minimum order of 40
cartons. Inquire with your Altro representative.





Specifi cations

Type + class ASTM F1700 Class I, Type A, smooth tile fl ooring

Thickness and wear layer 3.0mm | .12” wear layer, homogeneous construction

Tile dimensions 18” x 18” | 45.7cm x 45.7cm

Tiles per carton 15 tiles per carton

Area per carton 33.75ft2  |  3.13m2

Weight 43.21 lbs/carton | 19.6kg/carton

Warranty 10 years

Life expectancy 12 years

Cleaning technology Factory fi nished PU coating

Static coeffi cient of friction ASTM D2047 Greater than .6

Dynamic coeffi cient 

of friction
ANSI/NFSI B101.3 .24 wet DCOF

Static load limit ASTM F970 1500 psi

Fire and smoke

performance

CAN/ULC - S102.2

ASTM E648

ASTM E662

Tested

Class I

< 450

VOC emissions CA 01350 Pass

Recycled content 15% pre-consumer and 3% post-consumer recycled content.

Composition Homogeneous vinyl with through pattern construction

Vinyl content Contains 17% vinyl

Staining
Certain chemicals may cause staining of vinyl fl ooring. Traffi c stains may be caused by asphalt 

and rubber products, like rubber mats. Please conduct stain test before installation.

Altro and Altro Dolce are all trademarks of Altro Limited. Content was correct at time of creation.

Altro reserves the right to change any detail. Please consult your sales representative for the latest product information. 
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LEED facts 
LEED v4

Materials and resources

Contains recycled content

Altro Dolce Essentials 3

1

Discover more of our sustainability story 

and credentials at altro.com

This product may help contribute
to the following credits

Environmental quality

Low emitting materials, fl ooring 1

Environmental quality

Low emitting materials, adhesives 1

Order samples 24 hours a day at 
altro.com and materialbank.com



© Copyright Altro 2024

 USA 800 377 5597

 CANADA 800 565 4658

 support@altro.com  

 www.altro.com

Content was correct at time of print. Altro reserves the right to change any detail. Please consult www.altro.com or your local Sales Representative for the latest product information.

Follow us

Discover more online!

H20

 800 377 5597 USA / 800 565 4658 CAN
 

 www.altro.com
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with our Technical Services department.
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Manual cleaning of sheet vinyl
Limpieza manual de hojas de vinilo 
Nettoyage manuel d’un plancher de vinyle

Sweep 

Barrer

Balayer

Pour AltroClean 44 

Echar AltroClean 44

Verser AltroClean 44

Clean warm water 

Agua tibia limpia

Eau chaude et propre

Dilute AltroClean 44 

Diluir AltroClean 44

Diluer AltroClean 44

Use double bucket 

Use un cubo doble

Utilisez un double seau

Mop with dilution

Trapear con dilución

Laver avec la solution diluée

Scrub with brush or UniPad

Restregue con un cepillo o UniPad

Frotter avec la brosse ou UniPad

Mop with clean warm water

Trapear con agua tibia limpia

Laver avec de l’eau chaude & propre

Take caution while drying

Precaución durante el secado

Attention pendant le séchage

Dry thoroughly

Seque completamente

Sécher complètement

Rinse equipment clean

Limpiar el equipo de enjuague

Bien rincer l’équipmement

1:40 [AltroClean 44 : Water / Agua / Eau]

 Normal cleaning dilution    
 Dilución de limpieza normal

 Dilution de nettoyage normal

1:10 [AltroClean 44 : Water / Agua / Eau]

 Deep cleaning dilution / Kitchen cleaning   
 Dilución de limpieza pesada / de la cocina

 Dilution de nettoyage en profondeur /  de la cuisine

AltroClean 44 - Cleanser  / Limpiador / Nettoyant 

H20

H20

H20

9 10 11 12

4

Wait 5 minutes

Espera 5 minutos

Attendre 5 minutes

Maintenance guides Illustrated cleaning guides Warranty forms

Altro Dolce™ Essentials may help contribute to the following LEED credits. Credit values vary based on compliance 
method and criteria. For further explanation on how this product best contributes to your project we recommend you speak 
with your LEED consultant.  

Product name:  Altro Dolce™ Essentials URL:  www.altro.com/essentials

Type:  3mm enhanced vinyl tile Region of manufacture: Japan

LEED v4 credits

Materials and resources 
Contains recycled content 
15% pre-consumer 
0% post-consumer

1 LEED point

Materials and resources 
Rapidly renewable bio-based content 
does not contain bio-based content

0 LEED points

Materials and resources 
Building product disclosure and optimization 
HPD - Health Product Declaration (self declared) 
no HPD

0 LEED points

Indoor Environmental Quality 
Low-emitting materials 
Flooring, adhesives 
CA 01350 compliant

1 - 2 LEED points

Materials and resources 
Building product disclosure and optimization 
EPD - Environmental Product Declaration 
no EPD

0 LEED points

Altro Dolce Essentials
LEED form
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For technical support please call and speak 
with our Technical Services department.

Installation quickfacts for safety  
and slip-resistant flooring

Substrate preparation 

• Patching materials used on the substrate must be Portland-cement based 

patching compound. Gypsum-based products may be unsuitable. Silicate based 

admixes and sprays are not suitable.

• Moisture-tolerant patching and leveling compounds must be used in wet 

environments.

• Concrete surface pH should not exceed 9.9 alkalinity.

• Conduct moisture tests per ASTM F2170 on all concrete slabs regardless of age 

or grade level. Relative humidity tests must not exceed 90% RH. Test results are 

only indicators of current moisture conditions at the time of testing and do not 

predict future moisture conditions. 

• All concrete on or below grade must have a fully functioning and intact sub-slab 

moisture vapor barrier.

• Substrate should be smooth, clean and dry.

• Do not use markers, pens, construction crayons, tapes or paints on the subfloor. 

This may bleed through and cause permanent staining. 

• Follow all applicable local, state and federal regulations and laws pertaining to 

saw cutting, grinding and patching work of concrete; all work is to comply with 

OSHA 3902 Respirable Crystalline Silica Standard.

Acclimatizing material

• HVAC must be in permanent operation prior to installation. 

• Installation area and Altro materials must be maintained and installed between 

68°F (20°C)-85°F (29°C).

• Rolls should be kept standing upright in a secure location to prevent toppling 

over for a minimum of 72 hours at 68°F (20°C).

Installation quickfacts do not replace Altro’s complete installation and maintenance library.  For indepth 
information, Installation and Maintenance guides are available online at altro.com/techdocs

Grooving depth based on flooring

Altro Stronghold 30 - 3.0mm 75%

Altro Atlas 40 - 4.0mm 75%

Altro Classic 25 - 2.5mm 75%

Altro Aquarius - 2.0mm 90%

Altro Illustra - 2.0mm 30 - 40%

Altro Marine 20 - 2.0mm 75%

Altro Reliance 25 - 2.5mm 90%

Altro Walkway 20 - 2.0mm 90%

Adhesive based on flooring

Altro Stronghold 30 - 3.0mm AltroFix 30, AltroFix ZERO

Altro Atlas 40 - 4.0mm AltroFix 30, AltroFix ZERO

Altro Classic 25 - 2.5mm AltroFix 30, AltroFix ZERO

Altro Aquarius - 2.0mm AltroFix 30, AltroFix ZERO

Altro Illustra - 2.0mm Ecofix 20E, Ecofix+, AltroFix ZERO

Altro Marine 20 - 2.0mm AltroFix 30, AltroFix ZERO

Altro Reliance 25 - 2.5mm Ecofix 20E, Ecofix+, AltroFix ZERO

Altro Walkway 20 - 2.0mm Ecofix 20E, Ecofix+, AltroFix ZERO

All wet areas, regardless of flooring selection, should use AltroFix 

30. Contact Technical Services for additional specific information 

on adhesive selection.

*Altro Illustra is not intended for wet environments.

A seperate quickfacts document is available for adhesive-
free Altro XpressLay and Altro Cantata.
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For more info please 
scan the QR code.

Altro Safety Flooring has achieved ICC-ES product certification and is in compliance with the following 
plumbing code standards:

• ANSI/ICPA SS-1 2001, Performance standard for Solid  Surface Materials

• IAPMO PS 106-2015e1, Tileable Shower Receptors and Shower Kits

By complying with these standards this means that Altro safety sheet vinyl flooring is approved to be used in showers 
or other wet areas.

LEED forms Installation guides Installation quickfacts

Even more great resources!

Literature

• BIM components

• SDS sheets

• Detail drawings and CAD files

• High resolution swatch downloads

• Photo galleries - www.altropics.com

• Solutions by area type - ORs, labs and 

cleanrooms, kitchens, senior living and more!


