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Nearing four decades of providing 
innovative, hygienic wall cladding 
systems with Altro Whiterock. 

We invented hygienic wall cladding systems back in 1982.  
Since then, we’ve gone from strength to strength to bring 
you even more choice in one fully integrated system.  

The Altro wall system isn’t just about the panels. It 
incorporates wall cladding panels, preformed internal and 
external corners, accessories, adhesives and more — all 
designed for perfect compatibility.  

Altro wall cladding systems are durable, hygienic coverings 
for internal walls.  They are designed for environments that 
need to meet tough hygienic standards.  While we have 
seen tremendous success with this product for over thirty 
years in many sectors like wet environments, healthcare 
and commercial kitchens, the appeal of our fully integrated 
system is much broader for clean industrial markets.

Peace of mind

We’re committed to supplying high performance products, 
in all aspects of service and support.  This starts with your 
initial inquiry and then continues through installation.  Even 
afterwards, we’re still there to listen to you and help you, 
whatever the situation.  

Partnering with you, supporting 
you, valuing you. It’s our promise.

Corey Medical, 2002 installation

1



“ “Hygiene is about the total 
environment, from floor to ceiling. 
It’s about how we create our 
products; the technologies we use 
and the innovative properties that 
allow you to keep your installation 
hygienic for years.
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Choosing Altro for clean industry
Interior finishes such as wall cladding, are under close 
scrutiny in these application areas.  Federal regulation 
requires that finishes must be smooth, non-porous, non-
shedding, easy to clean and resistant to chemicals and 
staining.  They must be installed seamlessly to prevent 
cracks, gaps and fissures.

Your business is to develop and deliver safe and effective 
pharmaceuticals to the marketplace. Our business is to 
provide you with durable, hygienic interior finishes that 
will support your work.  Whether you are producing active 
pharmaceutical ingredients or finished pharmaceuticals, 
Altro Whiterock is the wall cladding solution for your 
facility. 

Altro’s wall cladding products are durable, hygienic and 
easy to clean surface can help you meet demanding 
regulatory requirements, maximize your production time, 
and ultimately increase your speed to market — with no 
surprises along the way.

Once installed, Altro wall panels are heat welded together 
using a color matched vinyl weldrod.  This process 
creates a smooth, seamless surface that is easy to clean 
and ensures no place for contaminants to grow.

Typical applications
•	 Pharmaceutical labs

•	 Pharmaceutical manufacturing

•	 Cleanrooms

•	 Sterilization rooms

•	 Biotechnology labs

•	 Medical device manufacturing

•	 Decontamination rooms

•	 Cosmetics manufacturing

•	 Chemical manufacturing

•	 High purity manufacturing 

Features + benefits
•	 Class A fire rated 

•	 Heat welded seams

•	 Fully bonded to substrate

•	 Impervious to water ingress 

•	 Impact-resistant

•	 Highly stain and chemical-resistant

•	 Withstands robust cleaning procedures 		
	 including pressure washing

•	 Non-porous

•	 Non-shedding

•	 Compatible with a variety of flooring

•	 Lead free, phthalate free

•	 Internal and external preformed corner 		
	 accessories available

Heat welded installation
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Altro Whiterock

Altro Whiterock is a semi-rigid PVCu sheet that provides 
continuously smooth, impact-resistant wall protection 
without gaps or grout. It is well suited for areas in which 
hygiene and cleanability are a top priority. 

Altro Whiterock panels are capable of being heat formed 
and bent around corners, pipes and other extrusions. This 
eliminates the threat of bacteria hiding in accessories, 
cracks, gaps and inadequate seam treatments that are 
common with other wall products.

Altro Whiterock FR-U

Altro Whiterock FR-U is a pressed laminate CPVC panel 
specifically manufactured for interior wall cladding 
applications in, but not limited to pharmaceutical 
products and medical device production facilities where 
FM approved materials are required.

The Altro Whiterock FR-U panel is a durable material 
manufactured to withstand sporicidal cleaners as well 
as harsh chemical cleaning agents. Once the panels 
are heat-welded together, it becomes a seamless 
configuration.

4



Industry trend: moving away 
from epoxy coating on wall 
surfaces
A single spider crack or a chip in epoxy paint 
can cause the potential for a costly shutdown of 
pharmaceutical facilities. More and more facilities are 
switching away from epoxy resins for their walls and 
moving towards more robust wall protection. 

Consider this, with carts and other equipment moving 
around, what is actually protecting your walls? In 
epoxy installations your walls are protected by a thin 
coating of paint. This coating can be thinner in some 
spots than others. This offers little in the way of wall 
protection and means your walls are only as strong 
as drywall.

Our panels are made of a consistent thickness 
of durable PVC and are backed by a full contact 
adhesive. This provides impressive amounts of 
impact resistance and durability. Unlike epoxy, it 
will not chip, flake or crack, which is particularly 

important in new construction as settling occurs.

Chemical resistance
Antiseptics and industrial cleaners can damage or 
stain surfaces if not used correctly. Our wall cladding 
is manufactured with virgin grade polymers, resulting 
in a PVC that provides high chemical resistance, 
maintaining the product’s appearance, as well as 
hygiene. 

Extensive testing on PVC and other substrates was 
performed by the Steris Corporation with some of 
their most commonly used disinfectants and cleaners  
including:

•	 Spor-Klenz® 

•	 Vesphene® IIse  

•	 LpH® se 

•	 CIP 200®

Samples were tested with various dilution rates and 
were fully submerged in the chemical for seven days.  
These extreme measures were taken to represent 
a worst case scenario.  In all scenarios, with all 
chemicals, PVC performed extremely well.

For more information on these test results contact 
your local Altro representative.
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Altro Whiterock wall cladding  

W103 

PVCu, 4’ x 8’2” x 2.5mm

R-shape internal radius corners  

A940 / 25 

Installed horizontally at wall and ceiling 

locations (ceiling to wall cove corner) 

and vertically on the wall at inside 

corners (wall cove corner). 6” x 6” x 8’2” 

with 2” radius.

90˚ corner 

A910/25 - external corner 6” x 6” x 8’2”

A920/25 - internal corner 6” x 6” x 8’2” 

Installed vertically on the wall at corners.

3-way internal corner profile  

A921

Installed at intersecting wall and

ceiling outside corners. 6” x 6” with

2” radius.

3 way internal corner w/  

one 90˚ corner profile 

A922

Installed at intersecting wall and ceiling 

inside corners. 6”x6” with 2” radius.

3-way external corner profile  

A926 

Installed at intersecting wall and

ceiling outside corners. 6” x 6” with

2” radius.

Altro Whiterock + accessories

Standard White

7

Double-sided tape   

A815/216 

1/16” x 2” x 108’ double-sided tape.

Weldrod 

WSR01  

165’ heat welding rod.

Adhesive recommendations 

AltroFix W157 

Acrylic adhesive for Altro wall panels,  

4 gallons per pail. 

 

AltroFix W39 

Two-part polyurethane adhesive for 

Altro wall panels, 1 gallon per pail 

(when mixed).

Sanitary sealant 

A802 

Silicone adhesive caulk,  

10.5fl oz per cartridge.

Shade variations may occur between radius profiles, corners and panels due to manufacturing and batch differences.



Altro Whiterock FR-U wall cladding  

WFR-U 190  

CPVC, 4’ x 8’ x 2.0mm

R-shape internal radius corners  

A940 / 25 

Installed horizontally at wall and ceiling 

locations (ceiling to wall cove corner) 

and vertically on the wall at inside 

corners (wall cove corner). 6” x 6” x 8’2” 

with 2” radius.

90˚ corner 

A910/25 - external corner 6” x 6” x 8’2”

A920/25 - internal corner 6” x 6” x 8’2” 

Installed vertically on the wall at corners.

Weldrod 

WSR500 

1000’ heat welding rod

Double-sided tape   

A847 

25/32” x 32” double-sided tape.

AltroFix WFR47 adhesive 

WFR47 

Silicone adhesive caulk  

11fl oz per cartridge.

3-way internal corner profile  

A921

Installed at intersecting wall and

ceiling outside corners. 6” x 6” with

2” radius.

3-way external corner profile  

A926 

Installed at intersecting wall and

ceiling outside corners. 6” x 6” with

2” radius.

Altro Whiterock FR-U + accessories

Standard White
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3 way internal corner w/  

one 90˚ corner profile  

A922

Installed at intersecting wall and ceiling 

inside corners. 6”x6” with 2” radius.

Shade variations may occur between radius profiles, corners and panels due to manufacturing and batch differences.



High impact, heat formable wall system

Altro Whiterock

Thickness 2.5mm | .10” Altro Whiterock is USDA compliant

Dimensions
8’ - 4’ x 8’ 2” |  1.22m x 2.5m 
10’ - 4’ x 9’ 10” | 1.22m x 3.0m

Altro Whiterock is FDA compliant

Weight
8’ panel - 23.59 lbs | 10.7 kg 
10’ panel - 28.22 lbs | 12.8 kg

Altro Whiterock conforms to the 
hygienic standards of USP 797

Warranty 20 years Altro Whiterock is CFIA compliant

Life expectancy 30 years HACCP International certifi ed

Fire and smoke 
performance

CAN/ULC-S102.1
CAN/ULC-S102.2
ASTM E84-18

Tested
Tested
Class A

Density (g/cm3) ISO 1183 1.39

Impact resistance ASTM D5420
Up to 198 inch 

lbs in force

Flexural strength 
(Mpa)

ISO 178 79.8

VOC emissions CA 01350 Pass
Shore hardness, 
Type D

ISO 868 79

Particle concentration ISO 14644-1:12
Meets ISO Class 
2 cleanroom

Volume resistance 
RD (Ω)

DIN IEC 60 093 6.90E+13

Max service 
temperature

140˚F (60°C)
Dielectric 
constant

DIN 53483 3.2

Tensile strength (Mpa) ISO 527 48
Thermal 
conductivity - “K 
Value” (W/mK)

DIN 52612 0.16

Surface resistance 
ROE (Ω)

DIN IEC 60 167 2.00E +14
Coeffi cient of 
linear thermal 
expansion

DIN 53752

7.10-5
at 68°F (20°C) 
after 1 hr storage 
at 194°F (90°C) 
(104/K)

Dielectric strength 
(KV/mm)

DIN IEC 243 16.8
Vicat softening 
point VST/B

ISO 306 176°F (80°C)

Dielectric loss index DIN 53483 0.02
Heat distortion 
temperature

ISO 75-2 140°F (60°C)

“U Value” bonded to 
100mm block wall (W/
m² °C)

DIN 52612 1.8
Fungi resistance
ASTM G21

Passes rating 0*
*achieves zero 
growth after 21 
days

Compressive strength 
(N/mm²)

DIN 53454 70
Mold resistance
ASTM D3273

Excellent
Score of 10

Water absorption ISO 62
24 hrs - .030%
168 hrs - .093%
216 hours - .106%

ANSI/ICPA SS-1        

2001 IAPMO PS   

106-2015e1

  Certifi ed

UV exposure ASTM G154 Tested Composition
Extruded semi-rigid virgin PVCu 
with a tight molecular structure and 
incorporated UV stabilizers.

Installation

Must be installed by a professional installer that has attended the Altro Whiterock Installation Clinic as 
part of the Altro Whiterock Elite Partner program. Installation procedures must follow the instructions 
detailed in the Altro Whiterock Installation Guide. Failure to install using the complete Altro Whiterock 
System could void the limited product warranty. 

Altro and Altro Whiterock are trademarks of Altro Limited. Content was correct at time of print. Altro reserves the right to change 

any detail. Please consult your sales representative for the latest product information. 

© Copyright Altro USA 2024

20
year

product warranty

30
year

life expectancy

Altro Whiterock specifications

9



FM Approved CPVC panel for pharmaceutical applications

Altro Whiterock FR-U

Thickness 2mm  |  .08”

Dimensions 4’ x 8’  |   1.22m x 2.4m 

Weight  20.5 lbs | 9.3 kg per panel

Warranty 1 year

Fire and smoke performance ASTM E84-08 Class A

Fire and smoke performance Factory Mutual approved 4880 and 4882

Tensile properties of plastics ASTM D 638 7,200 psi / 50MPa

Dimensional change when heated ASTM D 648 200°F

Tensile modulus of elasticity ASTM D 790 10,000 / psi

Nominal tensile strain at break ASTM D 790 435,000 / psi

Izod Impact Test ASTM D 256 2 ft-lbs/in

Vicat softening temperature JIS K 7206 210°F

Maximum service temperature 100° F

USDA Compliant   Altro Whiterock FR_U is USDA compliant

FDA compilant   Altro Whiterock FR-U is FDA compliant

Composition Altro Whiterock FR-U is a pressed laminate CPVC panel.

Installation

Must be installed by a professional installer who has attended the Altro Whiterock 
FR-U Pharmaceutical System Training Course.  Only individuals who have 
completed the Introductory of Whiterock Training at the Altro Training Academy 
and/or those who are highly skilled and experienced in PVC wall fi tting are eligble 
to take the course.

Altro, Altro Whiterock and Altro Whiterock FR-U are trademarks of Altro Limited.  Content was correct at time of print. Altro 

reserves the right to change any detail.  Please consult your sales representative for the latest product information.  

© Copyright Altro USA 2020

1
year

product warranty

Altro Whiterock FR-U specifications
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© Copyright Altro 2024 

 USA 800 377 5597
 CANADA 800 565 4658
 support@altro.com   

  www.altro.com

Content was correct at time of print. Altro reserves the right to change any detail. Please consult www.altro.com or your local Sales Representative for the latest product information.

Follow us

PHARMA BROCHURE

updated 09/10/24

Cleaning

Proper cleaning is essential to keeping a facility hygienic no matter 
which interior finishes are selected.  We highly recommend that 
a cleaning and sanitizing program is created specific to your 
facility that utilizes the resources and products as recommend by 
individual manufacturers.

Our cleaning, sanitizing and microbial guidelines are available at 
altro.com


