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lightweight safety flooring for the transit industry

Altro Transflor Chroma™
Typical applications:

Bus, coach, shuttle, emergency vehicles, recreational, specialty vehicles, mobility vehicles, mobile medical 
units, mobile food, delivery trucks, utility vehicles, people movers, and non-restricted rail.

Newly enhanced, this chip design bus floor is now up to 20% lighter. Further enhanced with increased strength and 
durability it is engineered for excellent slip resistance, design flexibility and heavy duty performance.

Stronger, more durable and up to 20% lighter, the all new Altro Transflor Chroma offers the perfect balance of 
performance and design. Offering sustained slip resistance to the most comprehensive range of industry standards, 
Altro Transflor Chroma mitigates slip risks to one in a million for uncompromised safety. Available in a wide range of 
colors and two versatile thicknesses - 2.7mm Heavy Duty Plus and 2.2mm Heavy Duty - Altro Transflor Chroma is 
engineered to meet the most challenging public transport demands.

Why not streamline your installation by using our kit cutting service or self-adhesive options?



Dimensions 6'7" x 65'7" / 2 m x 20 m

Thickness 2.2 mm 2.7 mm

Weight 4.05 lb/sy 4.98 lb/sy

Format ROLL and KIT

Samples 
Experience has shown that 
printing cannot reproduce  
colors accurately.
If color choice is critical please 
request a sample of the material.

Color matched Weldrods (WR) and 
Mastics (AM) are available. You’ll  
find their product codes under  
product SKUs.

All products available in roll and kit 
format. Custom colors are  
also available.

Safety White 
TFM2200  (2.2 mm)
WR01 / A1M01 / LRV 58

Safety Yellow
TFM2229  (2.2 mm)
WR08 / A1M200 / LRV 46

Accent and safety colors

Zeal
TFCR2233  (2.2 mm)
TFCR2733  (2.7 mm)
WR83 / A1M83 / LRV 15

Mineral
TFCR2230  (2.2 mm)
TFCR2730  (2.7 mm)
WR83 / A1M83 / LRV 16

Gene
TFCR2203  (2.2 mm)
TFCR2703  (2.7 mm)
WR72 / A1M72 / LRV 8

Viper
TFCR2265  (2.2 mm)
TFCR2765  (2.7 mm)
WR83 / A1M83 / LRV14

Cyber
TFCR2202  (2.2 mm)
TFCR2702  (2.7 mm)
WR83 / A1M83 / LRV 14

Sigma
TFCR2282  (2.2 mm)
TFCR2782  (2.7 mm)
WR83 / A1M83 / 14

Sprint
TFCR2274  (2.2 mm)
TFCR2774  (2.7 mm)
WR248 / A1M238 / LRV 12

Lancer
TFCR22914  (2.2 mm)
TFCR27914  (2.7 mm)
WR102 / A1M200 / LRV 9

Quattro
TFCR2275  (2.2 mm)
TFCR2775  (2.7 mm)
WR249 / A1M249 / LRV 15

Tuscan
TFCR2278  (2.2 mm)
TFCR2778  (2.7 mm)
WR83 / A1M83 / LRV 14

Capri
TFCR2260  (2.2 mm)
TFCR2760  (2.7 mm)
WR231 / A1M73 / LRV 11

Cayman
TFCR2261  (2.2 mm)
TFCR2761  (2.7 mm)
WR83 / A1M83 / LRV 14

Forester
TFCR22904  (2.2 mm)
TFCR27904  (2.7 mm)
WR474 / LRV 12

Patriot
TFCR22908  (2.2 mm)
TFCR27908  (2.7 mm)
WR101 / A1M72 / LRV 10

Phantom
TFCR2272  (2.2 mm)
TFCR2772  (2.7 mm)
WR100 / A1M00 / LRV 7

Frontier
TFCR22905 (2.2 mm)
TFCR27905 (2.7 mm)
WR62 / A1M62 LRV 10

15
year

product warranty

2.7 mm 2.2 mm

12
year

product warranty

Pendulum test

PTV
≥36

ASTM
D2047

≥0.6

Strada
TFCR2263  (2.2 mm)
TFCR2763  (2.7 mm)
WR81 / A1M81 / LRV 26

LRV = Light Reflectance Value
AM = Mastic
WR = Weld rod

Acadia
TFCR22001 (2.2 mm)
TFCR27001 (2.7 mm)
WR83 / A1M83 LRV 14
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Learn more > altro.com/chroma

http://altro.com/chroma


Altro Transflor Chroma™

Installation and maintenance / Instalación y mantenimiento
Sustainability / Sostenibilidad

Contains
bio-plasticiserAltro Limited a company certified by SGS to ISO 9001 and ISO 14001.

, Altro, Designed for possibilities. Made for people. Altro Transflor Meta, Altro Transflor Chroma and Altro Easyclean technology are trademarks of Altro Limited. Subject to change. Sujeto a alteración.

United States	   +1 800 382 0333	   transport@altrofloors.com 

Canada	   +1 800 565 4658	   transport@altrofloors.com

*Weight saving applies only to product manufactured after 01/10/2018. If your order 
comes from stock manufactured prior to this date, it cannot be guaranteed that the weight 
saving will apply. Please check with your representative for further information.

*El ahorro de peso se aplica únicamente al producto fabricado después de 01/10/2018. 
Si su pedido proviene de una partida fabricada con anterioridad a esta fecha, el ahorro de 
peso no se puede garantizar. Por favor, consulte con su representante para obtener más 
información.

Please refer to Altro installation and maintenance instructions. Failure to follow these instructions can 
affect product performance. Technical information on installation and staining can be found at  
www.altro.com

Consulte las instrucciones de instalación y mantenimiento de Altro. El no respetar estas instrucciones 
podría afectar al rendimiento del producto. Para más información sobre mantenimiento o instalación 
de nuestros productos pincha aquí: www.altroscandess.com

Technical information / Información técnica

Flooring type Tipo de pavimento EN 13845

ASTM F1303

Safety flooring 
Suelo de Antideslizante

Slip resistance Resistencia al 
deslizamiento

BAM

ASTM D2047
PTV
DIN 51130

Dry - very slip resistant / muy antideslizante

Wet - slip resistant / antideslizante
≥ 0.6
≥ 36
R10

Thickness Espesor total EN ISO 24346 2.2 mm / 0.088”

2.7 mm / 0.108”

Wear layer 
thickness

Capa de uso EN ISO 24340 2.2 mm / 1.2 mm / 0.047”

2.7 mm / 1.4 mm / 0.055”

Flexibility Flexibilidad EN ISO 24344

ASTM F1303

Pass / Conforme

Dimensional 
Stability

Estabilidad dimensional EN ISO 23999

EN ISO 23997

≤ 0.4%

Weight Peso 2.2 mm 4.05lb/sy ±10%

2.7 mm 4.98lb/sy ±10%

 Roll 
dimensions

Dimensiones del rollo EN ISO 24341 2 m x 20 m = 40 m2

6’7” x 65’7”

Light fastness Resistencia a la luz EN ISO 105-
BO2

≥ 6

Wear 
resistance

Abrasión EN 13845 ≤ 10% / 50000 cycles

≤ 10% / 50.000 ciclos

Residual 
indentation

Punzonamiento EN ISO 24343-1

ASTM F970

≤ 0.10 mm

Fire 
performance

Reacción al fuego DIN 5510

ECE-R118

UIC 564-2

FMVSS 302 / 
CMVSS 302

ASTM E648

SF3

Pass / Conforme / Bestanden

Class A / Klasse A / Clase A

Pass / Conforme / Bestanden

Class 1 / Klasse 1 / Clase 1

Chemical 
resistance

Resistencia a los 
productos químicos

EN ISO 26987 Good / Buena

Castor chair 
abrasion

Huellas de sillas de 
ruedas

EN 425 Pass / Conforme

Electrical 
behaviours

Caraterísticas eléctricas EN 1815 ≤ 2 kV, antistatic
≤ 2 kV, antiestáticas




